
ANNUAL
Inspection of the  
measures for avoiding  
of an explosion  
atmosphere

EVERY 6 YEARS
Inspection of the explosion safety 
concept according to the technical 
state-of-the-art

Inspection of the operational  
parameters pursuant to ATEX

LEGAL SPECIFICATIONS

According to the German Occupational Health and Safety Act (ArbSchG) and the Ordinance on 
Industrial Safety and Health (BetrSichV) operators are obliged to inspect the technical condition 

of their installed plant at regular intervals, to check the process with regard to construction design 
modifications and adapt it to the state-of-the -art technology. If necessary, appropriate measures 

have to be defined and implemented. 

OPERATOR OBLIGATIONS
We support you with the implementation and dokumentation

EVERY 3 YEARS
Inspection of the measures  
for avoiding effective ignitions 
sources

Inspection of the explosion  
protection measures with  
protection systems according  
to ATEX

RECURRING TESTS minimum requirement in accordance with the BetrSichV*

* The deadlines like annual, every 3 years and every 6 years are to be adapted to the respective situation

INSPECTIONS OF INSTALLATIONS WITH AN EXPLOSION HAZARD prior to their 
first-time use and recurrent acc. to Section 3 of the Ordinance on Industrial Safety and Health (BetrSichV) 
by an authorised person from Herding 

HOTLINE 
+ 49 9621 / 630 200

service@herding.de

http://www.herding.de
mailto:service%40herding.de?subject=


Tel.:  +49 9621 630-200
Mail: service@herding.de
www.herding.de

Herding GmbH Filtertechnik
August-Borsig-Str. 3
92224 Amberg / Germany 

Company

Family nameFirst name

Telephone E-Mail

Serial (ID) number of your filter plant 

Inspection contract for recurring tests

WE WOULD BE PLEASED TO QUOTE AN OFFER TAILORED TO YOUR FILTER PLANT.

HERDING ACADEMY / TRAINING
We would be pleased to train your authorized  
persons, in order to enable them to carry out the 
tests for filter plants on their own.

Training offer

  Exterior inspection

  Internal inspection

  Pressure testing 

COMPRESSED AIR TANK TESTING   prior to the first-time use and recurrent ac-
cording to Section 4 of the Ordinance on Industrial Safety and Health (BetrSichV) by an authorised person from 
Herding

Analysis of the necessary inspections 
and cycles subject to

• Size of compressed air tank

• Pressure level

• Compressed air quality

• Environment
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FOLLOW US ON

INFORMATION  for the commissioning in Germany

A compressed air tank requiring testing may be installed in the 
filter plant for cleaning of the filter elements (please observe 
operating instructions).

mailto:service%40herding.de?subject=
http://www.herding.de
http://de-de.facebook.com/herding.de/
https://www.instagram.com/herding_filtertechnik
http://de.linkedin.com/company/herding-gmbh-filtertechnik
http://www.youtube.com/channel/UCwV2Gztqc8GCXBh4GHYt8_w
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